MODEL No. ETA-15

SPECIFICATIONS

THE CONVEYOR SHALL BE SIZE AND SHAPE AS SHOWN ON THE PLAN AND SHALL BE SHELCON INC., MODEL NO. ETA-15,
N.S.F. APPROVED.

DRIVE SECTION TO BE MODEL NO. DRS-3200. MOTOR TO BE 1/2 H.P. UNIT, WITH PROPER GEAR HEAD REDUCER.
BUILT INTO THE DRIVE SECTION PROVIDE MODEL NO. HBR-5 AUTOMATIC, NON-MECHANICAL BELT TAKE-UP
AND SILVER-SAVER DEVICE.

BELT TO TRANSPORT X SIZE TRAYS, RACKS, PANS OR BOXES AS WELL AS INDIVIDUAL ITEMS
SUCH AS CUPS OR GLASSES. BELT SPEED TO BE VARIABLE FROM 0 TO 40 F.P.M. BY MEANS OF AN
ELECTRONIC S.C.R. DEVICE.

BELT TO BE INCHES WIDE AND SHALL BE SHELCON, INC., MODEL NO. SC-

BELT SHALL BE ONE PIECE MOLDED SHELFLEX, OVERLAPPING TYPE SLATS AND SHALL HAVE NO METAL
CONNECTORS. BELT TO BE REMOVABLE AND REPLACEABLE WITHOUT THE USE OF TOOLS. BELT TO BE
REMOVED FROM SLIDER PAN BY ONE PERSON, WITHOUT DISASSEMBLY AND REMAIN IN REMOVED
POSITION WITHOUT HOLDING TO FACILITATE SLIDER PAN CLEANING. BELT TO TRAVEL ALONG SLIDER PAN
ON MODEL R.W.S. -1 RUNNER WEAR SYSTEM, ATTACHED TO SIDES OF BELT TROUGH TO ELIMINATE WEAR
OR GOUGING OF TABLE TOP. BELT TO RETURN ON MODEL NO. BR-3 MONORAIL. WHERE REQUIRED THE-
CONVEYOR SHALL TURN CORNER(S) ON A 20" RADIUS TO THE CENTER OF THE BELT.
ELECTRICAL CHARACTERISTICS TO BE 115 OR230 * V.A.C., 1 PHASE, 60 HZ., 3 WIRE SYSTEM
THE CONVEYOR SHALL BE FURNISHED WITH FACTORY AUTHORIZED SUPERVISION OF

INSTALLATION AND START-UP :
CONVEYOR MANUFACTURER TO SUPPLY TWO (2) YEAR PARTS & ONE (1) YEAR LABOR ON COMPLETE UNITS

SHELCON, INC., RESERVES THE RIGHT TO CHANGE SPECIFICATIONS WITHOUT NOTICE. * OPTIONAL
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